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Two-point latching system
Series 0751

•	 Ideal for large doors
•	 2-point latching
•	 2-step-opening
•	 Smooth power transmission through reinforced gear
•	 Variable height by cut-to-length connections
•	 Complementary handle design to 6303 & 6334
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Locking technology for heated applications.

Materials	

Handle:	 Plastic
Mechanics:	 Die-cast zinc, chrome-plated
Housing:	 Die-cast zinc, chrome-plated
Gears:	 Die-cast zinc, cathodic dip coated (CDC)
Drive bolt:	 Die-cast zinc, cathodic dip coated (CDC)
Strike:	 Die-cast zinc, chrome-plated

Other components:	 Stainless steel or steel, zinc-plated

Colors:	 black

Note: Please also see the assembly instructions.

This means that everything is locked tight because this latch is equipped with a robust two-point latching system. 
Twice is better — especially in its field of application. It’s perfect for large and heavy doors, whose format can be 
adapted to with the help of connecting tubes. This is super easy — about as easy as the force transmission, because 
the two-point latch has an extra reinforced gear for this purpose. Two-step detent is also one of its strengths, which, 
by the way, is available in left- or right-hand versions.
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0751-020943
Latch unit

0751-020944
Spacer for gear unit

0751-010218
Strike

0751-020945
Spacer for latch unit

Right 0751-020942

Left 0751-020941

o8 x 50 0751-020965

o8 x 68,6 0751-020960

Right 6351-020002

Left 6351-020001

anthracite gray black

Right 6337-020114 6337-020116

Left 6337-020115 6337-020117

Gear unit
with 8 mm square hole

Square bar
o8 mm

Handle with housing,
for outside mounting

Latching mechanism, with handle
with adapter 10-8 mm

44 → Standard item → On request
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Locking technology for heated applications.


